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CITIZEN Plastic Moulded Watch Crystals
CM200 & CM201/CM202

\ 4]
pil = [ —1° %%
Pin 1 b m . @ 0.51
— —>l bl —
<
05 05 254 2.54 2.29
8.0 Max 10.41 Max
| | 9.40
A# 3# %
3|2 .
1% 0% ® g | a# #|p 8
= o CM200s ) ol 3 CM201 & CM202
[N 1# 2# P <5

FEATURES APPLICATIONS

STANDARD  SPECIFICATION AVAILABLE OPTIONS

Frequency Range: 32,768 kHz ‘
Adjustment Tolerance at 25°C:  +20PPM Max. L
Frequency Stability: -0,046PPM/°C2 Max | 71—{ B \—Ef
Operating Temperature Range:  -10°C to +60°C T b B
Load Capacity:  12.5pF ‘
ESR 50k Max
Dive level: 10 Microwatt CM200S Type CM201 Type (91SMX)
AQeing:  +5PPM 1st Year Max.
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Suggested Solder Pad Layout
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SPT1B Type CM202 Type (90SMX)
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CM200/SPT1B

Solder Conditions

0 Hand Solder 280°C ~ 350°C 3 Secs
F’ - - - q T === Solder Dip 240°C 5 Secs Max
o —
| CM202 I © . CM201 . i ~ Reflow Soldering 140°C (+/-10°C) 100 Secs
- - 0 = m m m — = — PreHeat Max
e
4.1 3.9 4.1 4.1 3.9 4.1 Reflow

Over 200°C 25 Secs Max
230°C +/-5°C 5 Secs Max
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